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(57) ABSTRACT

A voltage regulator circuit includes a soft start module, a
pulse width modulation (PWM) module, and a voltage regu-
lator module. The soft start module is used to receive a current
feedback voltage corresponding to an input current, and com-
pare the current feedback voltage with a comparison voltage,
s0 as to output a switching signal. The PWM module is used
to receive a clock signal and the switching signal, and deter-
mine a first PWM signal and a second PWM signal outputted
by the PWM module is a high voltage level or a low voltage
level according to the clock signal and the switching signal.
The voltage regulator module is used to receive and adjust an
output voltage corresponding to the first PWM signal and the
second PWM signal.

8 Claims, 4 Drawing Sheets

160

feedback

J/ 20(VBUS)
4 / 150
current RETS R }

/ T 30(EX_VO)

, : veP
E ! g module ‘] ‘
RFZ% ~~~~~ Ci VCP YS;E,N"W, ,f

S VFE SWP bt MP2:
: ; : VREES soft it?ﬂ COMO ?\\52\/1’[ I o
' RFL : VBG | module module | gy
T TTook CK1 / ——————{:
generating T BT et
110~ module :
140 :

reference
voltage | YREFH

generating | YREFS

1201 module | VBG




US 9,166,468 B2

Sheet 1 of 4

Oct. 20, 2015

U.S. Patent

- load e

o)
{(OA XF0E 11 \
0s1

{(8N9AI0T

1'DId

oyl

e

i

anpou

WMd

‘‘‘‘‘‘

npoLl

HALIND

Aeypasy IOA

OWOD

ANPOUL
1Iels 1108

DHA | empow | 01
SITUA w‘:mxasuw
TWATGA | 2883[0A
HAHEA uucﬁmﬁ,&

ampowr | —~011
mamwmmumom 4
o 2o

DEl




U.S. Patent Oct. 20, 2015 Sheet 2 of 4 US 9,166,468 B2

VREFHIGL
VoNTH j;\

T ‘ggg\ pgm\}% ’Q‘f ERRO Q{}\ﬁ}z ......................
LYEB | AMES A A e

el S A

»,\»“" \ RE
& R o w e

<L \‘i*i %\M

'\i}}*m‘ﬁa K N A
'''''''''''''''''''''''''' \ g\x N ’i

. ROV

o \}o“fffffffffffffﬁ: i
vy Z

A7y
£ o

.............................................

CE_OKR
PR ™ /

"‘\.-)\. e S - s -
RISE o SOFTWBN | SOFTW
e O

"" Ed
S b
fud

Lounmw K ORRB
\\\\\\\\\ i‘ Cf?:}%mw UH } t f;%:\\f}\&%

FIG2



U.S. Patent

soft start state

Oct. 20, 2015

bossssssossssssissssssssss

YBLS

i
H

brtbsbrbssbsbsbsssbsbssssssss sl

o’y
%
¥

RIBE

P
1
=

SOFTW

Sheet 3 of 4

3
3
3

ooess

st
3
p—

3
Tanananany,

o

3
3
Fnanan

v
3
Tuswssnny

3

3
ey,

RACERRNRNY)

e

3

et
N
[ N—

3

§
Ay

§
§
.

e
)

pasaanannd

=
ORI
1
3
3
Fnnansanany

st

3
Tnannnnnnn;

3
3

CRI

initial period

e

“roe

CK KB

SELLPLPLEOL LI IL LI

,rf
¥l

¢ ME

US 9,166,468 B2

F1G.3




US 9,166,468 B2

Sheet 4 of 4

Oct. 20, 2015

U.S. Patent

rOId

perrarbbrs s EEEOARTRIILE

worsrrry

G
H
H
H
H
H
%

baidprssssned

£
¢
¢

SR
i o R PP IIES I

ERRIE oy

T

\
%
%

e
e B

Noveng

o aioad

“%t\m,

OWdd

{d

H 3 % %
B i3 F ‘

% x 2 -

H 1 & Z

H 1 & Z

H 1 & Z
i PG H “
Gorers reril s Zope

eeehaaaaaaY e R

eRasaaasany e

21e1s DJgEIs

21818 LIRS JOS5

A XA

- ADAKTEE

ML

H51d




US 9,166,468 B2

1
VOLTAGE REGULATOR CIRCUIT WITH
SOFT-START FUNCTION

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the priority benefit of Taiwan
application serial No. 102104224 filed on Feb. 4, 2013. The
entirety of the above-mentioned patent application is hereby
incorporated by reference herein and made a part of specifi-
cation.

BACKGROUND OF THE INVENTION

1. Field of the Invention

This disclosure relates to a voltage regulator circuit.

2. Description of the Related Art

With the development of electronic technology, various
voltage regulator circuits are used in an electronic device
commonly such as a direct current (DC) voltage regulator
circuit or an alternating current (AC) voltage regulator circuit.

A pulse width modulation (PWM) voltage regulator is a
common DC voltage regulator. Generally, when the PWM
voltage regulator starts and the output voltage rapidly
changes, a high inrush current is generated. The inrush cur-
rent may damage components of the circuit or make an input
source provided to the PWM voltage regulator generate a
voltage drop, and affect other circuits connected to the input
source.

BRIEF SUMMARY OF THE INVENTION

A voltage regulator circuit is provided. The voltage regu-
lator circuit is used to electrically connect to an input source
and an output voltage is outputted by the voltage regulator
circuit. The voltage regulator circuit includes a soft start
module, a PWM module and a voltage regulator module. The
soft start module is used to receive a current feedback voltage
corresponding to an input current and compare the current
feedback voltage with a comparison voltage, so as to output a
switching signal. The PWM module is used to receive a clock
signal and the switch signal, and determine whether a first
PWM signal and a second PWM signal outputted by the
PWM module are a high voltage level or a low voltage level
according to the clock signal and the switch signal. The volt-
age regulator module is used to receive and adjust an output
voltage corresponding to the first PWM signal and the second
PWM signal.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic diagram showing a voltage regulator
circuit in one embodiment;

FIG. 2 is a schematic diagram showing a soft start module
in one embodiment;

FIG. 3 is a signal sequence diagram ofthe voltage regulator
circuit in FIG. 1 in one embodiment; and

FIG. 4 s a signal sequence diagram ofthe voltage regulator
circuit in FIG. 1 in one embodiment.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

In the following, “electrically connected” represents that
two or more components are electrically or physically con-
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2

nected with each other directly or indirectly, and it also can be
that two or more components have mutual operations and
actions.

FIG. 1 is a schematic diagram showing a voltage regulator
circuit 100 in one embodiment. The voltage regulator circuit
100 includes a clock generating module 110, a reference
voltage generating module 120, a soft start module 130, a
PWM module 140, a voltage regulator module 150, a current
detecting module 160, a current feedback module 170 and a
voltage division module 180.

The clock generating module 110 is electrically connected
to the soft start module 130 and the PWM module 140. The
reference voltage generating module 120 is electrically con-
nected to the soft start module 130. The soft start module 130
is electrically connected to the PWM module 140 and the
voltage division module 180. The PWM module 140 is elec-
trically connected to the voltage regulator module 150 and the
current detecting module 160. The voltage regulator module
150 is electrically connected to the current detecting module
160, a load 10, an input source 20 and an output terminal 30.
The current feedback module 170 is electrically connected to
the current detecting module 160 and the soft start module
130. The voltage division module 180 is electrically con-
nected to the output terminal 30.

The clock generating module 110 is used to output a clock
signal CK1I to the soft start module 130 and the PWM module
140.

The reference voltage generating module 120 is used to
output a first reference voltage VREFH, a second reference
voltage VBG and an initial reference voltage VREFS to the
soft start module 130. The values of the reference voltages are
adjusted according to demands.

The PWM module 140 is used to receive the clock signal
CKI and a switch signal COMO and determine whether a first
PWM signal SWP and a second PWM signal SWN are a low
voltage level or a high voltage level according to the clock
signal CKI and the switch signal COMO.

The voltage regulator module 150 is used to receive the first
PWM signal SWP and the second PWM signal SWN. An
input current 11 and an inductive current 12 are controlled by
the voltage regulator module 150 according to the first PWM
signal SWP and the second PWM signal SWN.

The current detecting module 160 is used to detect the input
current I1 and outputs a detecting voltage VSEN to the current
feedback module 170 according to the input current I1. The
current feedback module 170 is used to receive the detecting
voltage VSEN and outputs a current feedback voltage VCP to
the soft start module 130 according to the detecting voltage
VSEN. The voltage division module 180 is used to receive an
output voltage EX_VO and provides a feedback voltage VFB
to the soft start module 130 according to the output voltage
EX_VO.

The soft start module 130 is used to compare the current
feedback voltage VCP corresponding to the input current 11
and a comparison voltage ERRO to output a switch signal
COMO.

The detail of the voltage regulator circuit 100 will be illus-
trated hereinafter, but which is not limited.

As shown in FIG. 1, in one embodiment, the voltage regu-
lator module 150 includes a high side switch MP1, a low side
switch MN, a inductor L0 and a capacitor C3. The high side
switch MP1 and the low side switch MN include a first ter-
minal, a second terminal and a control terminal, respectively.
The first terminal of the high side switch MP1 is electrically
connected to the input source 20, the second terminal of the
high side switch MP1 is electrically connected to the first
terminal of the inductor L0 and the first terminal of the low
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side switch MN, and the control terminal of the high side
switch MP1 is electrically connected to the PWM module
140. The control terminal of the low side switch MN is elec-
trically connected to the PWM module 140. The second ter-
minal of the inductor L0 is electronically connected to the
load 10, the output terminal 30 and a first terminal of the
capacitor C3.

The high side switch MP1 is used to receive an input
voltage VBUS and the first PWM signal SWP, and the high
side switch MP1 is turned on according to the first PWM
signal SWP with the low voltage level to make the input
source 20 provide the input current I1 to charge the capacitor
C3 through the inductor L.0. The low side switch MN is used
to receive the second PWM signal SWN; and the low side
switch MN is turned on according to the second PWM signal
SWN with the high voltage level to make the inductive current
12 charge the second capacitor C3 through the low side switch
MN and the inductor 0. Moreover, the first PWM signal
SWP with the low voltage level and the second PWM signal
SWN with the high voltage level are outputted in sequence, so
as to make the high side switch MP1 and the low side switch
MN not turned on simultaneously to avoid that the input
source 20 is connected to ground.

The current detecting module 160 includes a resistor R3
and a transistor MP2. The transistor MP2 includes a first
terminal, a second terminal and a control terminal. The resis-
tor R3 includes a first terminal and a second terminal. The first
terminal of the resistor R3 is electrically connected to the
input source 20 and the first terminal of the high side switch
MP1, the second terminal of the resistor R3 is electrically
connected to the first terminal of the transistor MP2. The
second terminal of the transistor MP2 is electrically con-
nected to the second terminal ofthe high side switch MP1, the
control terminal of the transistor MP2 is electrically con-
nected to the control terminal of the high side switch MP1 and
the PWM module 140.

The ratio between the channel width of the high side switch
MP1 and that of the transistor MP2 is 1:K, wherein K is much
larger than 1 (such as hundreds to thousands), to make the
ratio between the current of the high side switch MP1 and that
of'the transistor MP2 is approximately equal to the ratio of the
channel widths. When the input current 11 flows through the
high side switch MP1, the detecting current corresponding to
the input current 11 flows through the resistor R3 and the
transistor MP2. Consequently, the value of the input current
11 can be detected by detecting the voltage across the resistor
R3.

The current feedback module 170 is electrically connected
to the second terminal of the resistor R3 to receive the detect-
ing voltage VSEN. The current feedback module 170 may be
an amplifier. The current feedback module 170 can be a
negative gain amplifier, when the detecting voltage VSEN is
the input voltage VBUS (the input current I1 is 0), the current
feedback module 170 may output the initial reference voltage
VREFS to be regarded as the current feedback voltage VCP.
When the detecting voltage VSEN is smaller than the input
voltage VBUS (the input current 11 is larger than 0), the
current feedback module 170 may make the current feedback
voltage VCP increase with the decrease of the detecting volt-
age VSEN.

The voltage division module 180 further includes resistors
RF1 and RF2 and a capacitor C1, and the voltage division
module is electrically connected to the output terminal. The
resistor RF2 is connected in parallel to the capacitor C1, and
connected in series to the resistor RF1. The resistors RF1,
RF2 are used to divide the input voltage EX_VO and output
the feedback voltage VFB to the soft start module 130.

10

15

20

25

30

40

45

50

55

60

65

4

As shown in FIG. 2, the soft start module 130 includes a
comparator COMP2, a capacitor C2, a resistor R2, a differ-
ential amplifier ERRAMP, a current source CS1 and switches
SW1 to SW4. The comparator COMP2 and the differential
amplifier ERRAMP include a first input terminal, a second
input terminal and an output terminal, respectively. The
capacitor C2 and the resistor R2 include a first terminal and a
second terminal, respectively. The switches SW1 to SW4
include a first terminal, a second terminal and a control ter-
minal, respectively.

The first terminal of the capacitor C2 is electrically con-
nected to the first terminal of the switch SW1, the second
terminal of the switch SW3 and the second terminal of the
switch SW4. The second terminal of the capacitor C2 is
connected to ground. The first terminal of the resistor R2 is
electrically connected to the output terminal of the differen-
tial amplifier ERRAMP and the first terminal of the switch
SW2, and the second terminal of the resistor R2 is electrically
connected to the first terminal of the switch SW3. The first
input terminal of the differential amplifier ERRAMP is used
to receive the second reference voltage VRG, and the second
input terminal of the differential amplifier is used to receive
the feedback voltage VFB. The first terminal of the compara-
tor COMP2 is used to receive the current feedback voltage
VCP, the second terminal of the comparator COMP2 is elec-
trically connected to the second terminal of the switch SW1.
The current source CS1 is electrically connected to the first
terminal of switch SW4. The control terminals of the switch
SW1, SW4 are used to receive a soft start signal SOFTW. The
control terminals of the switches SW2, SW3 are used to
receive a stable signal SOFTWB.

The comparator COMP2 is used to compare the current
feedback voltage VCP and the comparison voltage ERRO,
and selectively output the switch signal COMO with the low
voltage level or the high voltage level accordingly. The dif-
ferential amplifier ERRAMP is used to compare the second
reference voltage VBG and the feedback voltage VFB, and
output the differential voltage ERRO2. The switch SW1 is
used to turn on according to the soft start signal SOFTW to
connect the first terminal of the capacitor C2 and the second
terminal of the comparator COMP2, and the voltage (that is
the fine voltage C_NET) of the first terminal of the capacitor
C2 is provided to the comparator COMP2 to be the compari-
son voltage ERRO. The switch SW4 is used to turn on accord-
ing to the soft start signal SOFTW to connect the current
source CS1 and the first terminal of the capacitor C2, so as to
make the current source CS1 charge the capacitor C2. The
switch SW2 is turned on according to the stable signal
SOFTWB to connect the output terminal of the differential
amplifier ERRAMP and the second input terminal of the
comparator COMP2, and the differential voltage ERRO2 is
taken as the comparison voltage ERRO, and the voltage regu-
lator circuit 100 forms a negative feedback circuit. The switch
SW2 is used to turn on according to the stable signal
SOFTWB to connect the output terminal of the differential
amplifier ERRAMP and the capacitor C2 through the resistor
R2, 50 as to make the resistor R2 and the capacitor C2 is taken
as a frequency compensation circuit of the voltage regulator
circuit 100 and the frequency of the voltage regulator circuit
100 is compensated to avoid that the voltage regulator circuit
100 oscillates.

Moreover, the soft start module 130 may further include an
initialize switch SW5, a counting unit 132, NOT gates 134
and 136, a comparator COMP1 and a multiplexer MUX.

The counting unit 132 is used to receive the clock signal
CKI to count the initial period, and output an initial signal
CK_OKB accordingly.
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The initial switch SW5 includes a first terminal, a second
terminal and a control terminal. The first terminal of the initial
switch SW5 is used to receive the initial reference voltage
VREFS, the second terminal of the initial switch SWS5 is
electrically connected to the first terminal of the capacitor C2,
and the control terminal of the initial switch SW5 is used to
receive the initial signal CK_OKB. The initial switch SW5 is
turned on according to the initial signal CK_OKB to make the
initial voltage VREFS provided to the capacitor C2.

The multiplexer MUX includes a first terminal, a second
terminal, a control terminal and an output terminal. The com-
parator COMP1 includes a first input terminal, a second input
terminal and an output terminal. The first terminal, the second
terminal of the multiplexer MUX receive the first reference
voltage VREFH and the second reference voltage VBG
respectively, the output terminal of the multiplexer MUX is
electrically connected to the first input terminal of the com-
parator COMP1. The second input terminal of the comparator
COMP1 is used to receive the feedback voltage VFB. The
comparator of the output terminal COMP1 is electrically
connected to the control terminal of the multiplexer MUX.

The multiplexer MUX is used to provide the first reference
voltage VREFH or the second reference voltage VBG to the
comparator COMP1 selectively, and the provided reference
voltage is used as a threshold voltage VTH. The comparator
COMP1 is used to compare the feedback voltage VFB and the
threshold voltage VTH to output a boost signal RISE.

Moreover, the NOT gate 134 is used to receive the boost
signal RISE and outputs the stable signal SOFTWB whose
phase is opposite to the phase of the boost signal RISE. The
NOT gate 136 is used to receive the stable signal SOFTWB
and outputs the soft start signal SOFTW whose phase is
opposite to the phase of the stable signal SOFTWB.

FIG. 3 and FIG. 4 are signal sequence diagrams of the
voltage regulator circuit in FIG. 1 in different embodiments.
Then, the operation of the voltage regulator circuit 100 is
further illustrated in the following with reference to FIG. 1
and FIG. 2.

As shown in FIG. 3, when the input voltage VBUS is turned
on (for example, it is switched from the low voltage level to
the high voltage level), the voltage regulator circuit 100 enters
into the soft start state, the clock generating module 110 starts
to generate the clock signal CKI. At the moment, the counting
unit 132 counts the initial period according to the clock signal
CKI (such as 16 cycles of the clock signal CKI), and outputs
the initial signal CK_OKB in the initial period (for example,
output the high voltage level) to the initial switch SW5 to turn
on the initial switth SW5 and make the initial reference
voltage VREFS provided to the capacitor C2, and then the
capacitor C2 can be charged quickly to the reference voltage
VREFS.

Moreover, when the input voltage VBUS is turned on, since
the feedback voltage VFB is 0 and the first reference voltage
VREFH and the second reference voltage VBG are larger
than 0, the comparator COMP1 outputs the boost signal RISE
(for example output the high voltage level) to make the mul-
tiplexer MUX provide the second reference voltage VBG to
the comparator COMP1 to be used as the threshold voltage
VTH. The NOT gate 134 outputs the stable signal SOFTWB
with the low voltage level, and also make the NOT gate 136
output the soft start signal SOFTW with the high voltage
level. At this moment, the switches SW2 and SW3 are turned
off and the switches SW1 and SW4 are turned on to make the
current source CS1 charge the capacitor C2, and make the
voltage of the first terminal ofthe capacitor C2 (that is the line
voltage C_NET) provided to the comparator COMP2 to be
used as the comparison voltage ERRO.
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6

When the initial period finishes, the counting unit 132
outputs the initial signal CK_OKB with the low voltage level
to the initial switch SW5 to turn off the initial switch SW5. At
this moment, only the current source CS1 charges the capaci-
tor C2. Ifthe output current of the current source CS1 is small,
the voltage of the capacitor C2 increases slowly.

As shown in FIG. 4, in the soft start state, the comparator
COMP2 compares the current feedback voltage VCP and the
comparison voltage ERRO corresponding to the voltage
across the capacitor C2. When the current feedback voltage
VCP is smaller than the comparison voltage ERRO, the com-
parator COMP2 outputs the switch signal COMO with the
low voltage level. When the current feedback voltage VCP is
larger than the comparison voltage ERRO, the comparator
COMP2 outputs the switch signal COMO with the high volt-
age level.

When the PWM module 140 receives the switch signal
COMO at the low voltage level and the clock signal CKI at the
positive edge, which outputs the second PWM signal SWN
with the low voltage level to the low side switch MN to turn
off the low side switch MN and outputs the first PWM signal
SWP with the low voltage level to the high side switch MP1
to turn on the high side switch MP1. The input source 20
provides the input current 11 to charge the capacitor C3
through the inductor L0.

When receiving the switch signal COMO with the high
voltage level, the PWM module 140 outputs the first PWM
signal SWP with the high voltage level to the high side switch
MP1 to turn of the high side switch MP1 and outputs the
second PWM signal SWN ofhigh voltage level to the low side
switch MN to turn on the low side switch MN. The inductive
current 12 charges the capacitor C3 through the low side
switch MN and the inductor L0. In the state of soft start, the
output voltage EX_VO increases continually.

Moreover, in the soft start state, since the comparison volt-
age ERRO equals to the voltage across the capacitor C2, the
comparison voltage ERRO increases slowly. Correspond-
ingly, the current feedback voltage VCP (such as voltages P1
and P2) increases gradually when it is larger than the com-
parison voltage ERRO (for example the voltage P2 is larger
than the voltage P1), and the time of the comparator COMP2
outputting the switch signal COMO with the high voltage
level is delayed. Furthermore, the period of turning the high
side switch MP1 on (such as periods DP1 and DP2) and the
period of turning the low side switch MN off (such as periods
DN1, DN2) increase gradually (for example, the period DP2
is larger than the period DP1 and the period DN2 is larger than
the period DN1).

When the feedback voltage VFB increases to be larger than
the threshold voltage VTH (the second reference voltage
VBG at this moment), the voltage regulator circuit 100 enters
into a stable state. At this moment, the comparator COMP1
stops outputting the boost signal RISE (that is to output the
low voltage level) to make the multiplexer MUX provide the
first reference voltage VREFH to the comparator COMP1 to
beused as the threshold voltage VTH, and make the NOT gate
134 output the stable signal SOFTWB with the high voltage
level, and the NOT gate 136 outputs the soft start signal
SOFTW with the low voltage level. Correspondingly, the
switches SW1 and SW4 are turned off and the switches SW2
and SW3 are turned on, the differential voltage ERRO2 are
provided to the comparator COMP2 to be used as the com-
parison voltage ERRO, and thus the voltage regulator circuit
100 forms the negative feedback circuit. Moreover, the
capacitor C2 is connected to the output terminal of the differ-
ential amplifier ERRAMP, the resistor R2 and the capacitor
C2 are taken to be the frequency compensation circuit of the
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voltage regulator circuit 100 to avoid that voltage regulator
circuit 100 generates oscillation.

Furthermore, in the stable state, the operations of the clock
generating module 110, the operations of the reference volt-
age generating module 120, the PWM module 140, the volt-
age regulator module 150, the current detecting module 160,
the current feedback module 170 and the voltage division
module 180 are same to that in the soft start state, which is
omitted herein. Additionally, in the stable state, the period of
turning the high side switch MP1 on and the period of turning
the low side switch MN off are constant, and thus the output
voltage EX_VO also remains constant.

Although the present disclosure has been described in con-
siderable detail with reference to certain preferred embodi-
ments thereof, the disclosure is not for limiting the scope.
Persons having ordinary skill in the art may make various
modifications and changes without departing from the scope.
Therefore, the scope of the appended claims should not be
limited to the description of the preferred embodiments
described above.

What is claimed is:

1. A voltage regular circuit electrically connected to an
input source, wherein the input source includes an input cur-
rent, the voltage regular circuit outputs an output voltage, and
the voltage regular circuit comprising:

a soft start module, wherein the soft start is used to receive

a current feedback voltage corresponding to the input

current, and compare the current feedback voltage to a

comparison voltage to output a switch signal;

apulse width modulation (PWM) module electrically con-
nected to the soft start module, wherein the PWM mod-
ule is used to receive a clock signal and the switch signal,
and determine whether a first PWM signal and a second
PWM signal are high voltage level or low voltage level
according to the clock signal and the switch signal;

a voltage regular module electrically connected to the
PWM module, wherein the voltage regular module is
used to receive the first PWM signal and the second
PWM signal and adjust the output voltage according to
the first PWM signal and the second PWM signal, and
wherein the voltage regular module includes:

a high side switch electrically connected to the input
source and the PWM module to receive the first PWM
signal and turned on selectively according to the first
PWM signal; and

a low side switch electrically connected to the PWM
module to receive the second PWM signal turned on
selectively according to the second PWM signal;
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a current detecting module connected in parallel to the high
side switch to detect the input current to provide a detect-
ing voltage corresponding to the input current; and

a current feedback module used to receive the detecting
voltage and provide the current feedback voltage to the
soft start module according to the detecting voltage.

2. The voltage regular circuit according to claim 1, wherein

the soft start module includes:

a comparator used to compare the current feedback voltage
and the comparison voltage to output the switch signal;

a first capacitor electrically connected to the comparator,
wherein the first capacitor is used to selectively provide
a line voltage to the comparator to be used as the com-
parison voltage; and

a current source electrically connected to the first capaci-
tor, wherein the current source charges the first capacitor
selectively.

3. The voltage regular circuit according to claim 2, wherein
the soft start module further includes a differential amplifier,
the differential amplifier is used to receive and compare a
reference voltage and a feedback voltage corresponding to the
output voltage to selectively provide a differential voltage to
the comparator to be used as the comparison voltage.

4. The voltage regular circuit according to claim 3, wherein
in a soft start state, the current source charges the first capaci-
tor, and the first capacitor provides the line voltage to the
comparator to be the comparison voltage.

5. The voltage regular circuit according to claim 3, wherein
in a stable state, the differential amplifier provides the differ-
ential voltage to the comparator to be used as the comparison
voltage.

6. The voltage regular circuit according to claim 5, wherein
in the stable state, the differential amplifier is connected to the
first capacitor.

7. The voltage regular circuit according to claim 2, wherein
the soft start module further includes a counting unit for
receiving the clock signal and counting an initial period
according the clock signal, and the first capacitor receives an
initial reference voltage in the initial period.

8. The voltage regular circuit according to claim 1, wherein
the current detecting module includes:

a transistor; and

a resistor connected in series to the transistor, wherein the
input current flowing through the high side switch has a
preset ratio relation with the current flowing through the
transistor, and the current flowing through the transistor
forms a detecting voltage at the resistor.
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